——

PatlamalkerumalUninlen

Zone 1
Zone 21

Zone 2

Zone 22
Sema tehlike bdlgelerini (zone) gdstermektedir. The sketch shows an example of a zone.
Gaz:Zone 0, 1ve 2 Gas : Zone 0, 1 and 2.
Toz: Zone 20, 21 ve 22 Dust : Zone 20, 21 and 22.
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Gaz: Manuel ekipmanlar bu isaret ile karakterize edilmistir.
Gas: The manual trucks are characterised by this product mark
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Toz: Manuel ekipmanlar bu isaret ile karakterize edilmistir.
Dust: The manual trucks are characterised by this product mark

Patlama Korumali Uriinlerimizin Ozellikleri
Facts - explosion Proof Products

e Patlayici ortamlarda ¢alisma onayi vardir.

e 94/9/EC (ATEX 100a) ve EN-1755 normlarina gdre iiretilmistir.

e Ekipman grubu Il olarak katagorize edilmistir.

e Zone1 tehlike sinifinda kullanima uygundur.

e ilag, petrol, dogalgaz ve boya endiistrisinde kullamima uygundur.
e Vulkolan antistatik tekerlere sahiptir.

* %100 paslanmaz celiktir.

Bu iiriinler ATEX direktif no: 94/9/EC’ ye ve EN-1755 standardina gire
iiretilmistir. Patlayici ortamda kullanilan manuel kaldirma / tagima
ekipmanlan ATEX direktifine gdre iiretilmis olmalidir.

Ekipman grubu Il olarak simflandirilmis iiriinler Zone 1/ Zone 21 ve
ayni zamanda Zone 2 / Zone 22 holgelerinide kapsar. Farkli gaz ve toz
icerigi nedeniyle patlayici atmosferin oldugu alanlar bu sekilde
tammlanmistir.

* Approved for operations in explosive atmospheres
¢ Manufactured in conformance with directive no.

94/9/EC (ATEX 100a) and EN-1755
 (Categorised in equipment group Il
» Suitable for areas, characterised as zone 1
o Suitable for the pharmaceutical industry and the oil, gas and

paint industry
* Two anti-static wheels of vulkollan
* 100% stainless steel
The pallet trucks, highlifters and stackers in a special version are approved for
operations in explosive atmospheres.
The trucks are manufactured in confor- mance with the ATEX directive no. 94/9/EC
and the standard EN-1755. The manual trucks, used in explosive atmosphere, have to
fulfil theATEX-directive. The trucks are categorised in equipment group Il and are
suitable for areas clas-sified as zone 1/zone 21 (do also coverzone 2/zone 22). This
o o means areas, in which an explosive atmosphere is generated occasionally due to
different gases or dust.






